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SCOPE: THIS STANDARD SHOWS ADDITIONAL RACKING FOR 69KV TRANSMISSION VAULT.
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ITEM | QTY DESCRIPTION ANAHEIM ) COMPATIBLE
1 4 | UNISTRUT CHANNEL 10’ LONG STANDARD 448075 UNIO! SEE NOTE A & B
2 | 8 |BOLT %” X %” LG. SILICONE BRONZE 550055 - (E)SEE NOTE B
3 8 | UNISTRUT SPRING NUT — %” 448090 = @SEE NOTE B
NOTES
A. FIELD CUT STOCK 10’ LENGTH TO 8 AND APPLY COLD GALVANIZE TO CUT END.
B. WHEN 3kV SURGE ARRESTERS ARE REQUIRED INCREASE QUANTITY OF ITEM 1 TO 6
EACH AND ITEMS 2 & 3 TO 12 EACH
C. TRANSMISSION VAULTS PER CU 1600—95, —95A, OR —95B AND WORK ORDER
%I?\J,A'\_VYVI>NGS. USE 20" LONG CABLE RACK FOR VAULTS WITH TWO CIRCUITS. (MAINTENANCE
D. SEE CU 1700-33 AND —34 FOR CABLE RACKING DETAILS.
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